MARIN ATTACK
TRAIL 6.9

PRICE: $4,725517F5:S,
M, L (tested) WEIGHT:
31.71b. GEOMETRY: TT
length (effective): 23.2
in.;STlength: 19in.;
head angle: 66 degrees;
seatangle:73.8
degrees FRAME: 6061
aluminum; RockShox
Monarch 4.2 shock;
150mmtravel FORK:
RockShox Lyrik Solo Air
w/ Mission Control DH
damper, 160mm travel
COMPONENT HIGHLIGHTS:
SRAM X.9 shifter

and rear derailleur,
HammerSchmidt crank
and transmission
system; Avid ElixirCR
brakes; Fulcrum Red
Zone wheaels; Maxxis
Minion 2.35in. front,
High Raller 2.35 in.rear
tires; Truvativ Stylo
World Cup handlebar;
AKAstem, Stylo Team
seatpost; WTB Pure

V Racesaddle INFO:
marinbikes.com
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' GET HAMMERED

'Marin's all-mountain Attack Trail lets the rider do
exactly what its name says.

fter two yearsin Marin'’s lineup, the 140mm-
travel Wolf Ridge has been completely
overhauled and renamed Attack Trail,
While it looks similar to its predecessor, the bike has
received significant changes to its geomeltry and
suspension-it now features 150mm of travel and a
brawler's attitude that should exclte aggressive all-
mountain riders,

RETETYUTH strengtnFirst

Because the Attack Trail is designed to work with
SRAMSs instant-shifting HammerSchmidt transmission
system, engineers at Marin paid special attention to
the bottom bracket area. Instead of welding on 1SCG 05
tabs to enablea retrofit of HammerSchmidt, they forged
the tabs into the BB shell. Marin engineers say this
one-piece design will better withstand the high loads
created by the HammerSchmidt system, After forging,
the tabs are machined to ensure carrect alignment,

The frame is also stiffer, but not heavier, than the
Wolf Ridge. In addition to the revised BE shell, the bike

. amorelinear feel, with more predictable mid- and late-
: travelmotion.

¢ receivesatapered head tube, which adds a measure of

i steering sharpness, especially on descents, Speaking of
which, the head-tube angleis now a full degree slacker,
| at 66 degrees, for more stability going downhill, and

- theseat angleissteepened from 71 to 73.5 degrees for

- improved climbing, Maxle rear dr opouts are modular
and interchangeable with the quick-release version
found on Marin's Mount Vision-for riders who may

. wantto swapinlighter cross-country or bolt-on dirt-

jump wheels.

M THE SUSPENSION: |

Designed for Abuse After testing HammerSchmidt
~ onits 2009 Wolf Ridge, Marin engineers found that

'~ pedaling performance suffered because of the

- systemssmall 22-tooth chainring. So they rearranged
| pivotsand links on the new bike, lowering the
suspension’s instant center, which greatly improved

pedaling performance, This also gives the suspension
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